AN O

TO AMEND THE ZONING ORDINANCE OF THE CITY OF CHARLESTON BY CHANGING THE ZONE
MAP, WHICH IS A PART THEREOF, SO THAT 546 RIVERBEND TRAIL AT SC HIGHWAY 41
(CAINHOY) (70.37 ACRES) (TMS #263-00-04-001) (COUNCIL DISTRICT 1), BE ZONED PLANNED
UNIT DEVELOPMENT (PUD) CLASSIFICATION. (AS AMENDED)

BE IT ORDAINED BY THE MAYOR AND COUNCILMEMBERS OF CHARLESTON, IN CITY COUNCIL
ASSEMBLED:

Section 1. That the Zoning Ordinance of the City of Charieston be, and the same hereby is
amended, by changing the zone map thereof so that the below described property shall become a part
thereof:

546 Riverbend Trail at SC Highway 41 (Cainhoy) (70.37 acres) (TMS #263-00-04-001)

Section 2. That the said parcel of land described above shall be zoned Planned Unit
Development (PUD) classification.

Section 3. This ordinance shall become effective upon ratification.
Ratified in City Council this &"4 day of
Zlﬁdmﬁt% in the Year of Our Lord,
2014, in the 239™ Year of Independence of the
United States of America.

v S

~—

Josepft P. Rit€y, Jr.
Mayor, Cily of Charleston

/: //’. A-/A
Vanessa Tumer-Maybank
Clerk of Council

Attest




Planning Commission

Cit_y Qf Charleston November 19, 2014

Zoning 3

544 Riverbend Trail & Hwy 41 (Cainhoy)

TMS# 2630004001
70.37 ac.

Request zoning of Planned Unit Development (PUD).
Zoned Manvufactured Residential (R-2) in Berkeley County.

Owner. Past Time Amusement Company
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The Beach Company
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Mary Ellen Properties, LL.C and Joyce Carolyn properties, LLC (Minority)
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WANDO VILLAGE

1.) Property Overview and Development Intent

The proposed Wando Village Planned Unit Development (The Property) consists of 70.37 contiguous
acres located on the north side of the Wando River Bridge on SC Highway 41 (TMS #: 263-00-04-001).
The Property is currently under the jurisdiction of Berkeley County and zoned as R2 - Manufactured
Residential District. The majority of The Property is owned by Pastime Amusement, Inc., a subsidiary of
The Beach Company, Inc. (The Developer). Mary Ellen Properties, LLC and Joyce Carolyn Properties,
LLC are minority owners. This PUD Application is being submitted by The Property Owners
concurrently with an Annexation application to the City of Charleston.

Currently, The Property is vacant and bounded by SC Highway 41 to the west and northwest, Tuxbury
Farm Road to the northeast, and the Wando River to the south and cast (Sce Exhibits 5-6). The Property is
currently accessible from Riverbend Trail. Current conditions indicate that The Property was used as a
timber tract at one time. There are a few hardwood specimens onsite that will be preserved if all possible.
All development shall be subject to the specific provisions of the Tree Protection Requirements as
outlined in Article 3, Part 6 of the City of Charleston Zoning Ordinance.

The wetland delineation included in the attached exhibits was conducted in 2006. A wetland delineation
was also conducted for this PUD application in 2014, and The Owner is currently awaiting its approval.
According to the Wetland Letter (Appendix 2), the surveyor estimates that there are approximately 2.62
acres of on-site freshwater wetlands, 6.83 acres of critical arca, and 50.24 acres of highland. These figurcs
do not include the approximately 10.7-acre critical arca along the Wando River (approximately 10.7
acres). According to the 2006 survey, there are 12,330 lincar fect of Critical Linc on The Property of
which approximately 4,800 are along the Wando River.

To ensure that The Property is developed in a comprehensive manner that incorporates open space and
preserves natural features while offering a rich mix of uses and compatibility with adjacent development,
The Property Owners request that PUD zoning be assigned to The Property. The PUD regulations
outlined in this document will foster development that is consistent with The Property’s current
designation is Urban in the City of Charleston’s Century V Comprehensive Plan Update 2010 (Exhibit 2).

The intent of the PUD regulations are to create a publicly accessible Mixed-Use Village on the Wando
River. The conceptual Land Use Plan illustrates the location of the two primary development pods and the
permitted uses and specific requirements for each. Because the Land Use Plan (Exhibit 6) is conceptual in
nature, all site plans, phasing plans, subdivision concept plans, preliminary plats, road construction plans,
and final plats shall be submitted to the appropriate authority for revicw and approval pursuant to thc
provisions of this document and the City of Charleston Zoning Ordinance.

Approval of this document including the attached Land Use Plan (Exhibit 6) establishes the specific site
development regulations for future development of The Property. Devclopment of Wando Village PUD
shall comply with American Disability Act (ADA) standards current at the time of development. As the
community develops, input from City of Charleston staff will be incorporated into the site layout and the
design of associated amenities. Unless specified otherwise within this document, all applicable City of
Charleston Ordinances shall apply to the development of Wando Village.

SCDOT is currently developing plans for the reconstruction of the Highway 41 Bridge that crosses the
Wando River. The PUD boundaries and circulation systems will require minor adjustments based upon
the new right-of-way and roadway alignments. As illustrated in the Land Use Plan, a roundabout may be
proposcd for the intersection of Clements Ferry Road and Highway 41. The Owners reserve the right to
adjust the circulation and the location of entrances to accommodate the roundabout if it is implemented.
SCDOT approval of driveway locations and separations shall be required, and sight distance visibility at
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WANDO VILLAGE

all exits and/or intersections will be maintained in accordance with the SCDOT Access and Roadside
Management Standards (ARMS) Manual.

The proposed Wando Village will be a walkable medium-density Waterfront Village offering increased
public intcraction with the natural beauty of the Wando River. Homes along the Wando River shall be
built with regard for the context of the existing homes across the river in Dunes West. Attached
Townhomes and Multi-Family Buildings are also permitted with special buffer requirements along SC
Highway 41 to minimize adverse visual impacts.

a) Planning Commission Approval and Conditions:
a. The Owners will continuc to work with The City on OCRM buffer standards.
b. The Owners will continue to work with The City on Lot Size and Placement in the
area in proximity to Tuxbury Road at the North End of the Property.

2.) Master Plan

a) Plat: Exhibit 3 features a Recorded Plat of the survey and wetlands as delineated in 2006. This
document will be updated to reflect the 2014 wetland survey once that document is approved (Sce
Appendix 2). The Recorded Plat includes the exact location, size, shape, gross acreage, and
ownership as well as the approximate locations of all freshwater and saltwater wetlands and other
critical areas.

b) Site Analysis: In addition to the property line and wetland delineations in the Recorded Plat,
the Site Analysis (Exhibit 4), which was also conducted in 2006, illustrates the location of
existing hardwood trecs and manmade features including overhead power lines, an cxisting
structure, and an archaeological excavation site. All development shall be subject to the specific
provisions of the Tree Protection Requirements as outlined in Article 3, Part 6 of the City of
Charleston Zoning Ordinance.

The Property has not been surveyed for topography, but five foot contours were extracted from
the US Geological Survey and are also included on the Site Analysis. Duc to the extreme flatness
of the site, only one 10 foot contour appears at the northernmost tip of the property, and the 5 foot
contours roughly follow the OCRM critical line. Complete topographic surveys with elevations at
one-foot (1°) intervals based on the North American Vertical Datum of 1988 (NAVD88) will be
conducted for individual sites as development occurs.

A Report on the archeological site was published in January 2007 by S&ME. In summary, the
archacological excavation is the site of a ninctcenth century brickyard and borrow pit. In the
report, S&ME states that excavation and data recovery efforts were sufficient to mitigate any
adverse effects of devclopment and recommends that construction be allowed to proceed without
additional cultural resource investigations.

¢) Aerial Overlay: Exhibit 5 provides an overlay of the site boundary on an acrial photograph.

d) Land Use Plan: Exhibit 6 is the proposed Land Use Plan that shows the locations and
densities of the development pods, open space and recrcational arcas, and existing adjacent land
uses. The plan also includes the conceptual layout for major vehicular and pedestrian circulation
systcms, drainage features, and proposed buffers. The Land Use Plan is intended to act as a guide
and framework for development that will occur over a long period of time. Specific locations of
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buildings and uses, however, are subject to change and amendment during the growth and
development of this property.

All new utilities scrving the development will be placed underground. The developer will submit
utility designs for approval by all respective utility services. A Conceptual Utility Plan is included
as Exhibit 10. Letters of Coordination and existing service maps for water and sanitary sewer
service from Charleston Water System are provided in Appendix 3. All City of Charleston Fire
Codes will be followed during submittals and as development occurs.

3.) Permitted Uses by Development Pod - Two (2) distinct development pods are indicated on the Land
Use Plan. This dynamic allows for flexibility to adapt to changing market conditions while ensuring the
development of an integrated, walkable, high-quality community. Specific permitted uscs are as follows:

Multi-Family Residential
Hotel/Bed & Breakfast
Senior Living

Use District
Mixed-Use Estate Lots
Office/Professional/Medical X
Retail X
Dining/Restaurant/Bar X
Community Docks X X
Boat Storage X
Single-Family Residential X X
Townhomes X X
X
X
X

4.) PUD Zoning Regulations by Development Pod

a) Estate Lots - The design intent for the Estate Lots District is to develop Single-Family Estate
Lots along the Wando River with the potential for Townhomes as well. The plan for the Estate
Lots District will be carefully developed to be sensitive to the river’s edge and to existing
neighbors along the river. Accessory units such as granny flats are permitted on single-family
lots.

Permitted Dwelling Units: single-family detached, single family attached, and townhomes.

Dimensional Requirements:

Single-Family Detached

Minimum Lot Size: 5,000 sf

Minimum Lot Width: 50°

Minimum Lot Depth: 100°

Minimum Front Yard: 15° (50’ for Accessory structures)

Minimum Rear Yard: 15’

Minimum Side Yard: 9’

Maximum Lot Occupancy: 60%

Maximum Building Height: 3 stories (onc additional level of non-conditioned space

permitted at ground level)



WANDO VILLAGE

Max. Fence/Wall Height: 6’

Single-Family Attached and Townhomes

Minimum Lot Size: 1,600 sf

Minimum Lot Width: 16

Minimum Lot Depth: 100’

Minimum Front Yard: 4’ (25’ with front parking)

Minimum Rear Yard: 25’ (35 with rear parking)

Minimum Side Yard: 20’ between structures; 10” between end structurc and side lot
line

Maximum Lot Occupancy: 60%

Maximum Building Height: 3 stories (one additional Icvel of non-conditioned spacce
permitted at ground level)

Max. Fence/Wall Height: 6’

b) Mixed-Use - The areas designated for Mixed-Use District Zoning offer the most convenient
access to Highway 41. The proposed zoning for this district will encourage a higher density mix
of uses to include retail, offices, and other commercial facilities. Multi-family housing, residential
lots, and a waterfront park are also permitted in this area. For the purposes of determining specific
setback and buffer requirements, buildings fcaturing a mix of either residential and commercial or
residential and office uses shall follow the requirements of multi-family buildings or townhomes
depending upon their configuration. Townhomes within the Mixed-Use district shall follow the
requirements outlined in the Estate Lots scction above.

Permitted Dwelling Units: single-family detached, single family attached, townhomes, multi-
family residential, and mixed-use buildings. Densities will migrate increasingly from the Tuxbury
Road Boundary towards the Wando Bridge per the District Plan shown in Exhibit 6.

Dimensional Requirements:

Multi-Family Apartments
Minimum Lot Size: 1,100 sf/unit

For all Uses within the Mixed-Use District (excluding Townhomes):
Front yards must meet one of the following conditions:
i. Minimum setback and landscape buffer requirements not to include OCRM Critical Line

buffers are waived where any building or structure is constructed so that a minimum of
60% of the lot frontage is occupicd by a building fagade that abuts the front property line
provided that the primary entrance to the building is located on this fagade. Building
fa¢ade indentations or extensions which are part of the building’s architectural design shall
count toward the minimum 60% lot frontage rcquircment. On a corner lot, the building
fagade shall occupy at lcast 60% of the frontage on the primary street and no less than
25% on the secondary strect. Additionally, a secondary entrance must be located on the
secondary strect fagade. On a corner lot, the abutting building frontages must extend to the
corner or have a corner entrance in which case the primary and sccondary entrance
requirements are waived. Service entrances may not count toward the primary, secondary,
or corner entrance requirements. Stoops and opcn porches, bay windows, and balconics
may extend up to 4 fect into the right-of-way, with an encroachment permit from the City,
provided at least 5 feet of clear sidewalk passagc remains. Stoops and open porches, bay
windows, and balconies may extend up to 7 fect into a front sct-back zone. Loading docks,
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WANDO VILLAGE

service areas, and trash disposal facilities shall not face streets, parks, squares or
significant pedestrian spaces.

ii. Where the conditions of (i) are not met, the minimum front yard depth for all structures is
ten (10) feet;

See zoning approved lot standards
on page 93 of this document for
mixed-use detached residential lots
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Minimum Side and Rear Yard:
10’ shall be required along each rear and side lot linc; except that where a fircwall meeting
the standards of the current edition of the city's building code is constructed at the property
line; the side or rear yard requirement may be waived along the respective side or rear lot
line.

Maximum Building Height:
3 stories with one additional lcvel of non-conditioned space permitted at the ground level. All
local building codcs applicable at the time of construction must be met with regard to fire
ratings, fire exits, and all other requirements in the current Intcrnational Building Code.

Minimum Building Height: 1.5 stories

Maximum Lot Occupancy: 90%

c) Parking Requirements — Except as noted below, parking is to be provided for all uses per the
City of Charleston Zoning Ordinance standards current at the time of development. Within all
districts, parking may be located under buildings. Parking structures and shared parking areas are
allowed so long as they comply with the ULI standards for shared parking. In any off-strect
parking lot, no more than 10 consccutive parking spaces are permitted without a landscape island.
Each island is to be planted with a minimum of 1 canopy tree as well as ground cover and/or
shrubs. Islands are to be protected with a 6" barrier constructed of raised concrete curbing or
equivalent materials.

Mixed-Use/Commercial

Dining/Restaurant/Bar 1/200 sf, plus Y for cach staff
Multi-Family Residential 1.5/unit

Retail 1/250 gross sf
Office/Professional/Mcdical 1/300 sf

Residential

Multi-Family Residential 1.5/unit

Townhome 1.5/unit

Single-Family 2/home (off strect)

5.) Open Space and Recreational Areas

The Land Use Plan indicates several areas to be dedicated as open space to serve the recreational needs of
people living in, working in, and visiting Wando Village while cngaging them with adjacent natural
resources. Conceptually, the usable open spaces may incorporate walks, ponds, pervious paths, pools,
buffers, trails, seating, lighting, and plantings. The pervious paths may be placed within designated access
easements on private property within the critical line buffers so long as they are set back a minimum of 20
feet from the OCRM Critical Line. Exceptions to the 20-foot setback are permissiblc to provide access to
water dependent structures. Pedestrian paths will connect the Estate Lots District to the Mixed-Use areas
which will feature a scries of accessible parks. The waterfront park will offer extensive views and allow
users to directly engage with the Wando River and its marshes. All open space and recrcational arcas
outside of the public right-of-way will be owned and maintained by the Property Owners Association
(POA) as described in Section 9 of this document. Upon complction, all portions of the Wando Village
PUD will be connected through ADA accessible pedestrian paths or sidewalks. See the Land Use Plan
(Exhibit 6) for open space requirement calculations and locations. Within cach development phase, all
open space amenities will be constructed prior to final plat approval.
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6.) Landscape and Buffer Requirements

In addition to the buffers outlincd below, a 100° undisturbed buffer shall be maintained along the northern
property line abutting Tuxbury Farm Road. The following Buffer Types refer to the City of Charleston
Zoning Ordinance designations. Please refer to the City of Charleston Zoning Ordinance for buffer
specifications. Landscape material used for buffer and accent planting should emphasize native materials.
All materials, sizes, and spacing shall conform to the standards set forth in the City of Charleston Zoning
Ordinance:

Between any use and Highway 41: Type C Buffer (average width of 25°, not to go below 15°).

Wherever a multi-family building (excluding townhomes), mixed-use building, or any
nonresidential use is proposed for a site or lot adjoining a single-family or townhome lot:
Type B Buffer (minimum width of 15°).

Buffer plantings must be planned so as to screen between uses and provide a visual barricr. Existing
plants may count toward buffer requirements so long as they fulfill all requirements of this section and all
City of Charleston landscape and buffering requirements. Buffers shall be located along the perimeter of a
lot or parcel and shall extend to the boundary line of the lot or parcel. Buffers shall not be located on any
portion of an existing public or private street right-of-way. Where utility or drainage easements exist
along property lines, the buffer shall be located adjacent to the casement and may be reduced by the width
of the easement on the property where the buffer is required or twenty-five percent (25%) of the required
buffer width, whichever is smaller.

Street trees are to be planted along all roadways according to City of Charleston Subdivision regulations
(Article 8, Part 4, Section 54-831(c)).

Along OCRM Ceritical Lines, the following buffers apply:

Estate Lots & Mixed-Use Areas

Type L Buffer (minimum 20’ width; sce City of Charleston Zoning Ordinance, Article 3, Part 8,
Section 54-347 and 54-348 )

10’ building setback from the buffer line

POA Land

Limited rcmoval of vegetation within the OCRM buffer on POA land is permissible for views
and access to water dependent structures, subject to POA guidelines. Approved boat ramps and
docks, appurtenant access facilitics, and other publicly accessible uses such as concessions,
public yachting facilities, and civic and recreational facilitics may be installed within this buffer
within POA lands. Any removal of a grand trec within these buffers will require mitigation as
specified in the City of Charleston Zoning Ordinance (Article 3, Part 6, Scctions 54-325 through
54-339).

7.) Traffic Impact Study

Appendix 1 is a Traffic Impact Analysis prepared for the Beach Company based upon the proposed
Wando Village PUD. The document is still considered to be in draft form until it is revicwed and
approved by both the City of Charleston and SC Department of Transportation. Revised versions of the
Traffic Impact Analysis will be submitted to the City of Charleston as they develop. Approval of the PUD
does not guarantee approval of the traffic impact study as submitted. The City of Charleston Traffic and
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Transportation Department (or SCDOT if SCDOT roads are impacted) has the final authority to approve
site related traffic impacts and mitigation. Additional traffic impact analyses may be required on a per
site/project basis if the proposed impacts are determined to be outside of the original scope of the PUD.

8.) Drainage Basin Analysis

All land within the PUD drains directly into the upper reaches of the Wando River as shown in Exhibit 8:
Regional Watershed Map. The Wando River outlets into the Cooper River which flows directly into
Charleston Harbor. As shown in Exhibit 9: Storm Drainage Pattcrns, current storm drainage cither sheet
flows directly into the Wando River (indicated by yellow arrows), or follows one of three other flow
patterns that also discharge into the Wando River via tidal crecks. As shown on the Land Use Plan,
approximately 5 acres of The Property will be devoted to stormwater retention. The stormwater drainage
system will be designed to conform to the City of Charleston Stormwater Design Standards Manual and
other State regulatory agency standards to ensure that development meets all stormwater discharge quality
and quantity requirements. Any new topo surveys will be 1’ intervals based on NAV88 datum.

9.) Density

The Wando Village PUD application proposes to maintain its current allowable density rangc of 8-12
units/acre. According to the 2014 draft wetland survey, the Property contains approximately 52.86 acres
of highland including freshwater wetlands. The maximum build-out is 416 units.

10.) Rights-of-Way

The Wando Village PUD is limited to four points of ingress/cgress along SC Highway 41. Approximate
locations of these access points are shown in Exhibit 6; however, spacing will be adjusted according the
proposed development, the proposcd Highway 41 realignment, and SCDOT encroachment permits.
SCDOT approval will be required for all driveway locations, and sight distance visibility at all exits
and/or intcrsections will be maintained in accordance with the SCDOT Access and Roadside
Management Standards (ARMS) Manual. The City of Charleston Department of Traffic & Transportation
has the final authority to approve site related traffic impacts and mitigation. Additional traffic impact
analyses may be required on a per site/project basis if the impact is determined to be outside of the
original scope of the PUD.

Sce Exhibit 7 for typical cross sections proposed for internal roadways in Wando Village. All roads
within the PUD are anticipated to be public and constructed in accordance with accepted engincering
standards. Public and private roadway designs will apply civil design software to check the adequacy,
mancuverability, and safety of all proposcd sections and gecometrics. Within the mixced-use arca, plans
will strive to create a grid of strects and blocks. While encouraged where feasible, on-street parking shall
only be permitted in designated parking areas within the public right-of-way. Sidewalks or trails are to be
provided along all roadways within the PUD for pedestrian access. Street lights are to be required in all
public rights-of-way as per City of Charleston ordinances.

Other than occasional deliveries, heavy truck traffic will be prohibited within the development. No
container storage or trailer stacking will be allowed. Overnight parking of eighteen-wheel vehicles is
strictly prohibited.

11.) Property Owners Association and Design Review

Ownership and maintenance of all common opcn space areas not included in the public right-of-way shall
be the responsibility of the Property Owners Association (POA). Such responsibilities include, but arc not
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limited to, landscaping, parking stalls, pedestrian paths, drainage, lighting, ponds, and private utilities.
The Subdivision Concept Plan will outline the construction of thesc pedestrian paths, parks, and other
open spaces. POA amenity areas are required to receive City of Charleston Technical Review Committee
(TRC) review and approval, except for mail kiosks and tot lots.

Membership in the POA will be open to all persons having ownership of properties within the PUD. The
POA will be managed by The Developer (or its designated representative) collecting all fees and handling
POA responsibilities until such time that over one-half of the total devclopable land within the PUD is
sold, at which time duties will be turned over to a successor chosen by the POA. A POA Board of
Directors will be created to represent both the commercial and residential sections of the development. A
declaration of covenants, conditions, and restrictions shall outlinc the specific responsibilities of the POA
and shall run with the land.

Amenity space will be dedicated for uses such as a community pool and parks to scrve the residential
portion of the development. The initial phase of construction of these features will be the responsibility of
The Developer until the POA is established. Within cach development phase, all open space amenitics
will be constructed prior to final plat approval. Upon project completion, the POA is responsible for
connecting any gaps in pcdestrian connectivity as outlined in the POA declaration of covenants,
conditions, and restrictions.

The Developer and POA reserve the right to establish and enforce Design Guidelines and/or a designated
review board to review and approve all elements of building and sitc design. The POA and/or its designec
shall have reasonable authority to approve all aspects of site planning, landscape and exterior architecture
to include aesthetic appropriatencss, environmental implications, traffic impacts and any other site
specific matters not delineated.

All non-residential buildings that abut the required buffer along SC Highway 41 shall be required to
follow the City of Charleston Design Review Board (DRB) review and approval process.

12.) Signage

One ‘master” development sign shall be allowed within the required buffer at each entry point along SC
Highway 41. Such signs shall be monument style and will require DRB review and approval.
Additionally, onc ‘master’ developer sign shall be allowed for residential developments at each entry
point along intcrnal PUD roads. Such signs shall be monument style and will require POA review and
approval.

All directional and traffic signage shall conform to the Manual on Uniform Traffic Control Devices
(MUTCD) Standards.

13.) Anticipated Phasing

While still conceptual in nature, it is anticipated that initial development will occur in the portion of the
Mixed-Use District along the Wando River to be followed by the Estate Lots District. Timelines and the
order of development are subject to change depending upon SC Highway 41 realignment projects and
market conditions.
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INTRODUCTION

As requested, Davis & Floyd, Inc. has conducted an analysis to assess the traffic impacts
associated with the new development referred to as “Wando Village” in Charleston, South Carolina.
The proposed Wando Village development will be located on the north side of the Wando River
Bridge on SC Highway 41 and is expected to include the construction of 35 single family homes,
565 apartment units, 15,000 sf of restaurant space, and 10,000 sf of retail space. Access to the
Wando Village will be provided by three access drives along SC 41 north of the future Clements
Ferry Rd/SC 41 intersection and one access drive along SC 41 south of the future Clements Ferry
Rd/SC 41 intersection. The development will be constructed in phases and is anticipated to be
complete and fully operational in a 7 year period, depending on market conditions.

EXISTING CONDITIONS

Project Study Area:

The study area for this project includes the following three intersections located along/near SC
Highway 41.

SC 41/ Clements Ferry Road
e SC 41/ Halfway Creek Road
e Clements Ferry Road / Reflectance Drive

Existing Intersection Geometry:

Detailed field reviews of the area were conducted in April, 2014. These reviews included site visits
to document the existing roadway geometry and intersection traffic control devices as well as
conducting traffic turning movement counts for the morning (6:30 AM - 8:30 AM) and PM (4:00-
6:00) peak hours at the intersections. A summary of the traffic count data obtained at these
locations is provided in Figure 1. The existing roadway conditions are summarized as follows:

e SC41/Clements Ferry Road:

The intersection of SC 41 / Clements Ferry Road is a three-way un-signalized
intersection with SC 41 making up the northbound and southbound approaches
and Clements Ferry Road making up the eastbound approach. The northbound
and southbound approaches of SC 41 consist of a single approach lane from
which all movements are made. The eastbound approach of Clements Ferry Road
consists of a single approach lane from which all movements are made. The
Clements Ferry Road approach is controlled by a yield sign and the SC Highway
41 approaches are free-flow. The posted speed limit along this segment of SC
Highway 41 is 35 mph and Clements Ferry Road is posted at 35 mph.
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FIGURE 1

2014 Existing Peak Hour Traffic Volumes

SC 41/ Clements Ferry Rd / Reflectance Dr
Charleston, South Carolina
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e SC 41 /Halfway Creek Road:

The intersection of SC 41 / Halfway Creek Road is & four-way un-signalized
intersection with SC 41 making up the northbound and southbound approaches,
Reflectance Drive making up the eastbound approach, and Halfway Creek Road
making up the westbound approach. The northbound and southbound approaches
of SC 41 consist of a single approach lane from which all movements are made.
The eastbound approach of Reflectance Drive and westbound approach of
Halfway Creek Road consist of single approach lanes frcm which all movements
are made. The Reflectance Drive and Halfway Creek Road approaches are
controlled by a stop sign and the SC Highway 41 approaches are free-flow. There
are flashing beacons on each approach. The posted speed limit along SC
Highway 41 Road is 45 mph, the posted speed limit on Halfway Creek Road is 55
mph and the speed limit on Reflectance Drive is 40 mph.

e (Clements Ferry Road / Reflectance Drive

The intersection of Clements Ferry Road / Reflectance Drive is a three-way un-
signalized intersection with Clements Ferry Road making up the eastbound and
westbound approaches, and Reflectance Drive makirg up the southbound
approach. The eastbound and westbound approaches cf Clements Ferry Road
consist of a single approach lanes from which all movaments are made. The
southbound approach of Reflectance Drive consists of a si 1gle approach lane from
which all movements are made. The Reflectance Drive approach is controlled by a
stop sign and the Clements Ferry Road approaches are: free-flow. The posted
speed limit along this segment of Clements Ferry Road is :35 mph and Reflectance
Drive is 40 mph.

Existing Traffic Operations:

The Level-of-Service (LOS) analysis is used to provide an evaluation of the overall operational
conditions within the traffic stream. The LOS is defined in the Transportition Research Board's
Highway Capacity Manual as a “qualitative measure describing operaticnal conditions within a
traffic stream, based on service measures such as speed, travel time, freecom to maneuver, traffic
interruptions, comfort, and convenience.” Six LOS categories have been defined and given letter
designations from “A” to “F" with “A” representing the best operatioral conditions (minimal
interruptions, good progression) and “F” representing the worst conditions (5evere congestion, slow

travel speeds).

A summary of the delay associated with each LOS is summarized in Table 1.

Acceptable intersection service levels are generally considered to be LOS “I)” or better.

1 Highway Capacity Manual, p. 5-8, Transportation Research Board, National Research Council, Wash ngton, D.C. 2000

Wando Village

Traffic Impact Analysis
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TABLE 1
Intersection Delay and LOS

Un-signalized Intersection | Signalized Intersection
Level of Service Average Control Delay Average Control Delay
(seconds/vehicle) (seconds/vehicle)
A 0-10 <10
B >10-15 >10-20
c >15-25 >20- 35
D >25-35 >35-55
E >35- 50 >55 - 80
F >50 >80

In order to assess the overall performance of the existing intersections, a LOS analysis has been
performed using SYNCHRO Studio 7 traffic modeling software. The results of this analysis are
provided in Table 2.

TABLE 2
Existing Traffic Conditions
2014 - Existing Traffic Conditions

Un-signalized Intersections AM Peak Hour PM Peak Hour
LOS Delay VIC LOS Delay viC
SC 41/ Clements Ferry Road! C 19.2 0.46 C 17.5 0.29
SC 41/ Halfway Creek Road! B 13.8 0.26 B 13.4 0.32
Clements Ferry Road / Reflectance Drive! C 17.8 0.44 B 10.4 0.09

1 LOS/ Delay/ VIC shown for the critical intersection approach

As indicated in Table 2 above, each of the study area intersections are operating at acceptable
levels (LOS D or better) for both the AM and PM Peak traffic hours.

2021 “NO-BUILD” CONDITIONS
Area Growth Rate:

In order to assess the baseline traffic conditions expected for the 2021 project horizon year, historic
traffic volumes were reviewed for both Clements Ferry Road and SC Highway 41 (SCDOT count
stations #198 and #269) over the past 7 years. It was determined that the roadways have
collectively experienced a negative annual growth. However, in order to provide a conservative
analysis for future growth, a 1.0% annual growth rate was utilized to develop 2021 No Build traffic
volumes. The historic traffic volumes and annual growth rates are provided in Table 3.

Wando Village
Traffic Impact Analysis
D&F Job #31573.00 4




TABLE 3

Background Growth Rate
Station Road Location 2005 | 2012 | % annual Growth | Use
198 SC 41 Joe Rouse Rd to Berk. Co. Line | 13,500 | 12,100 -1.55% 1%
269 | Clements Ferry SC 41 to Jack Primus 15,500 | 14,800 -0.66% 1%

2021 “No-Build” Analysis:

A level-of-service analysis has been conducted to assess the anticipated roadway conditions
during the 2021 project horizon year. The traffic volumes assumed for this analysis include the
conservative 1% annual growth in background traffic. It should be noted, that the SC 41 / Clements
Ferry Road intersection geometry and location is currently being improved by the SCDOT.
Preliminary SCDOT plans for the “S.C. Route 41 Bridge Replacement over Wando River’ project
provided by ICA Engineering show the new intersection north of its current location. The existing
intersection will be converted to a “tee” type intersection where the Clements Ferry Road
eastbound approach and SC 41 northbound approaches will be aligned as the ‘through”
movements and the SC 41 southbound approach will be a side street approach. The northbound
approach of SC 41 will include a right turn lane and a through lane. The eastbound approach of
Clements Ferry Road will include a left turn lane and a through lane. The future intersection will be
signalized. These improvements have been reflected in the analysis for the 2021 “No-Build” traffic
conditions. The traffic volumes associated with the 2021 “No-Build” conditions are summarized in
Figure 2. The results of this analysis are provided in Table 4.

TABLE 4
2021 “No-Build” Traffic Conditions

2021 - “No-Build” Traffic Conditions
Signalized Intersections AM Peak Hour PM Peak Hour
LOS Delay LOS Delay
SC 41/ Clements Ferry Road' B 104 A 7.8
SC 41/ Halfway Creek Road? B 15.0 B 122
Clements Ferry Road / Reflectance Drive? C 201 | B | 107 |

1. LOS/ Delay shown for the overall intersection operation
2 LOS!/ Delay shown for the critical intersection approach

As indicated above, each of the study area intersections is expected to operate at acceptable
service levels (LOS D or better) for the 2021 “No-Build” traffic scenario.

Wando Village
Traffic Impact Analysis
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PLANNED DEVELOPMENT

Site Development and Access:

The proposed Wando Village is expected to include the construction of 35 single family homes,
565 apartment units, 15,000 sf of restaurant space, and 10,000 sf of retail space. Access to Wando
Village will be provided by three access drives along SC 41 north of the future Clements Ferry
Rd/SC 41 intersection and one drive along SC 41 south of the future Clements Ferry Rd/SC 41
intersection. A conceptual site plan for the development is provided in Figure 3.

Trip Generation:

In order to estimate the traffic that could be expected for this development, the trip generation rates
provided in the Trip Generation Manual, 9" Edition, published by the Institute of Transportation
Engineers were applied to the proposed land uses in order to estimate the total site traffic. ITE
Land Use Codes #210 (Single Family Detached Housing), #222 (High-Rise Apartment), #826
(Specialty Retail Center), and #932 (High-Turnover (Sit Down) Restaurant), were used to predict
the site traffic for this multi-use facility. Due to the retail nature of the development, internal and
pass-by capture was also considered in the trip generation estimates. Internal capture considers
interaction between multiple uses in a development and pass-by traffic is attracted from the
existing traffic volumes on adjacent roadways and reduces the new trip impacts of a retail project
site. Internal and pass-by capture was estimated using information contained in ITE's Trip
Generation Handbook, 2'¢ Edition (2004) reference. A summary of the expected traffic volumes are
provided in Table 5.

TABLE 5
Site Trip Generation
LandUse | TELUC | Scale Weekday | Weekday AM Peak Hour Weekday PM Peak Hour
Inbound | Qutbound | Total | Inbound | Outbound | Total Inbound | Outbound | Total
Single Family 210 35 lots 200 200 400 9 26 34 26 15 | 4
Apartment 222 565 units | 1172 1172 2344 42 127 170 118 | 75 193 |
Restaurant 932 [ 15,000sf | 954 954 1907 89 73 162 89 | 59 | 148
826 10,000sf | 233 233 465 79 86 165 20 25 45
Gross Trips: | 2559 2559 5116 219 311 531 252 175 | 427 |
-Intemnal Capture Trips: 6 5 1
-Pass-by Capture Trips: -38 -25 -63
New, External Trips: | 2559 2559 5116 219 N 531 209 145 353
Wando Village
Traffic Impact Analysis
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Trip Distribution:

The trip distribution pattern for the proposed Wando Village is based on the existing traffic patterns
observed on the surrounding roadways. Based upon this information, the general distribution of
new project trips was assumed to be:

¢ 45% to/from Clements Ferry
o 35% toffrom Mt. Pleasant
e 20% to/from SC 41 relocated

2021 Build Traffic Conditions:

In order to assess the impacts of this development at full build-out in 2021, the 2021 “No-Build”
traffic volumes were combined with the trip generation projections and the trip distribution patterns
to develop the 2021 “Build” traffic volumes. The anticipated 2021 “Build" traffic volumes are shown
in Figure 4. The study area intersections were then analyzed to determine the impacts of the
additional site traffic. A summary of the analysis for the 2021 “Build” traffic conditions is provided in
Table 6.

TABLE 6
2021 Build Traffic Conditions
2021 - “Build” Traffic Conditions

Intersections AM Peak Hour PM Peak Hour

LOS Delay LOS Delay

SC 41/ Clements Ferry Road' B 18.7 B 11.6

SC 41/ Halfway Creek Road? B 14.2 B 133 |

Clements Ferry Road / Reflectance Drive? C 22.0 B 10.7
SC 41 / Site Access #12 B 11.2 B 10.7
SC 41/ Site Access #22 B 1.7 B 10.9
SC 41/ Site Access #32 B 12.9 B 12.0
SC 41/ Site Access #42 C 15.2 B 14.4

2. LOS/ Delay shown for the overall intersection operation
3 LOS/ Delay shown for the crtical intersection approach

As indicated in the level-of-service analysis, each of the study area and site access intersections is
expected to operate at acceptable service levels (LOS D or better) for the 2021 “Build” traffic
scenario.

Wando Village
Traffic Impact Analysis
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RECOMMENDATIONS / CONCLUSIONS

The traffic volumes associated with the construction of the Wando Village are not expected to have
a significant impact on the surrounding roadway network. As indicated in this analysis, the 2021
“Build” traffic conditions at all of the study area and site access intersections are expected to
operate at acceptable service levels (LOS D or better).

In order to address the impacts directly associated with the Wando Village project, the following
intersection improvements are recommended:

SC 41/ Site Access #1:
o Construct a single turn lane from which all movements are made for the outbound
approach and one lane for the inbound approach of site access #1.
SC 41/ Site Access #2:
o Construct new single tum lane from which all movements are made for the
outbound approach and one lane for the inbound approach of site access #2.
SC 41/ Site Access #3:
o Construct a right turn lane (150" storage / 150’ taper) and left turn lane for the
outbound approach and one lane for the inbound approach of site access #3.
SC 41/ Site Access #4:
o Construct a right turn lane (150" storage / 150" taper) and left turn lane for the
outbound approach and one lane for the inbound approach of site access #4.

The site access locations used in this analysis were based on a conceptual site plan provided by
the client and preliminary roadway design plans provided by ICA Engineering. The site access
locations will need to be coordinated with and approved by the SCDOT to ensure they complement
the planned roadway improvements along SC 41 and Clements Ferry Road.

Wando Village
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D&F Job #31573.00 11



-_-_-‘---—-ﬁ-—-

APPENDIX A

Traffic Counts



1 Stoxt Counts

735 Maryland St.
Columbia, SC 29201

| Default Comments You Can Count On Us!  File Name : SC 41 @ Halfway Creek Rd
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1 07:00 1 26 15 0 13 17 1 0 1 17 2 0 7 4 5 0 109
_' 07:15 | 35 22 0 14 11 | 0 0 19 4 0 9 2 | 0 119
= 07:30 1 35 31 0 6 20 | 0 6 18 5 0 8 6 4 0 141
07:45 0 35 23 0 6 13 0 0 0 22 2 0 13 5 2 0 121
. Total 3 131 91 0 39 61 3 0 7 76 13 0 37 17 12 0 490
| | 08:00 0 38 13 0 9 15 0 0 I 2 6 0 9 6 I 0 10
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735 Maryland St.
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735 Maryland St.
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| Then Click the Comments Tab Page No :1
|
'_"1 Groups Printed- Unshified - Bank 1 - Bank 2
|| Reflectance Dr Clements Ferry Cainhoy Landing Clements Ferry
Southbound Westbound Northbound Eastbound
. Start Time Left | Thru Right Peds Left | Thru = Right = Peds Left | Thru = Right  Peds Left | Thru | Right | Peds | Int. Total
i 06:30 0 0 45 0 0 138 0 0 0 0 0 0 20 42 0 I 246
| | 06:45 2 0 40 0 0 133 I 0 0 0 3 0 10 62 0 0 251
Total 2 0 85 0 0 271 I 0 0 0 3 0 30 104 0 | 497
3 07:00 0 0 28 0 0 148 0 0 2 0 1 0 12 90 0 0 281
:. 07:15 1 0 34 0 1140 0 0 I 0 I 0 16 80 0 0 274
o 07:30 0 0 53 0 1 127 0 0 1 0 3 0 15 97 0 0 297
07:45 I 0 40 0 0 121 ! 0 I 0 i 0 21 91 0 0 277
= Total 2 0 155 0 2 536 1 0 5 0 6 0 64 358 0 0 1129
L 08:00 0 0 34 0 0 120 0 0 0 I 0 15 89 0 0 259
08:15 0 46 0 0 17 0 0 2 0 2 0 8 81 0 0 256
r_‘-ltt BREAK st
3 Total 0 0 80 0 0 237 0 0 2 0 3 0 23 170 0 0 515
“eee BREAK #+
i 16:00 1 0 18 0 0 63 0 0 1 0 0 0 27 120 2 0 232
] 16:15 1 0 11 0 1 77 0 0 0 0 0 0 35 116 i 0 242
= 16:30 0 0 6 0 0 72 0 0 1 0 0 0 28 138 1 0 246
16:45 0 0 14 0 0 69 0 0 0 0 2 0 27 153 1 0 266
— Total 2 0 49 0 1 281 0 0 2 0 2 0 117 527 5 0 986
17:00 0 0 7 0 1 65 0 0 1 0 | 0 41 178 4 0 308
17:15 0 0 11 0 0 77 | 0 1 0 0 0 45 188 1 0 324
17:30 0 0 14 0 3 70 2 0 | 0 1 0 38 185 2 0 316
) 17:45 0 0 11 0 0 77 0 0 2 0 1 0 28 170 | 0 290
Total 0 0 53 0 4 289 3 0 s 0 3 0 152 721 8 0 1238
Grand Total 6 0 422 0 7 1614 5 0 14 0 17 0 386 1880 13 1 4365
= Apprch% 1.4 0 986 0 04 993 03 0 452 0 548 0 169 825 06 0
Total % 0.1 0 9.7 0 0.2 37 0.1 0 0.3 0 04 0 8.8 43.1 0.3 0
Unshified 6 0 357 0 7 1600 5 0 14 0 17 0 322 1848 13 1 4190
% Unshifted 100 0 84.6 0 100 99.1 100 0 100 0 100 0 834 98.3 100 100 96
= Bank 1 0 0 62 0 0 13 0 0 0 0 0 0 62 27 0 0 164
% Bank | 0 0 147 0 0 08 0 0 0 0 0 0 161 1.4 0 0 38
Bank 2 0 0 3 0 0 1 0 0 0 0 0 0 2 5 0 0 I
% Bank 2 0 0 07 0 0 ol 0 0 0 0 0 0 05 03 0 0 03

=



i Shoxt Counts

735 Maryland St.
Columbia, SC 29201

| Default Comments You Can Count On File Name

: Clements Ferry @ Reflectance Dr

“Change These in The Preferences Window Site Code : 00043014
_Select File/Preference in the Main Scree Start Date : 4/30/2014
' Then Click the Comments Tab PageNo :2
|
Reflectance Dr
7 Out in Tota!
i 327 363 690
| 62 62 124
2 3 5
391 428 819
| 357 0 6 0
= 62 0 0 0
3 0 0 0
- 422 o 6 0
| Right Thru Left Peds
4 >
p— A 4
EB3TE  NEVE- - A -
e B © & oo L& 3 ~0
= i T Toroowm 8 nRE
- & onwe North 4 . SN~ g
E I3~ 2 BE 4/30/2014 06.30 ¢« 73 .3 3
2e=® § 4/30/2014 17:45 2ams 4 o B
= 5 pocnz c BaBn 2
£ = Unshifted e 3|
O-.Tevg S Bank 1 v “uoow 3
3o =] OO 4y Bank 2 ) “ ed
[e R4 & o 3 N Agi
e & cao TaolZ
-
] »
Left Thru Right Peds
14 0o 17 0
0 0 0 0
0 0 0 0
14 o 17 0
20 31 51
0 0 0
0 0 0
20 31 51
Qut In Total
Lawhov Landing




i Shoxt Counts

735 Maryland St.
Columbia, SC 29201

| Default Comments You Can Count On File Name : Clements Ferry @ Reflectance Dr
“Change These in The Preferences Window Site Code : 00043014
_Select File/Preference in the Main Scree Start Date :4/30/2014
j,l'hen Click the Comments Tab PageNo :3
| Reflectance Dr Clements Ferry Cainhoy Landing Clements Ferry
Southbound Westbound Northbound | Eastbound
| Start Time  Left  Thru Right Peds  amvnw  Left | Thru  Right  Peds 4 row Leoft Thru Right | Peds | 4 Left | Thru | Right | Peds | ap Int. Total

beak Hour Analysis From 06:30 to 08:15 - Peak 1 of |
Peak Hour for Entire Intersection Begins at 07:00

A 07:00 0 0 28 0 28 0 148 0 0 148 2 0 I 0 3 12 90 0 0 102 281
07:15 0 34 0 35 1 140 0 0 141 1 0 1 0 2 16 80 0 0 96 274
! 07:30 0 0 53 0 53 1127 0 0 128 | 0 3 0 4 i5 97 0 0 112 297
07.45 | 0 40 0 41 0 121 1 0 122 I 0 1 0 2 21 91 0 0 112 277
== Total Volume 2 0 155 0 157 2 536 I 0 539 5 0 6 0 11 64 358 0 0 422 1129
% App. Total 1.3 0 987 0 04 694 0.2 0 455 0 545 0 152 848 0 0
oy PHF @ .500 000 731 000 741 500 905 250 .000 910 625 000 500 000 HER J62 923 000 000 942 950
Reflectance Dr
- Out In Total
65 157 222
155 0 2 0
— Right Thru LeR Peds
4 »
—— -
= Peak Hour Data
— 2 Sz ~ a -
P L S w9
e = &
&} & o North @ o
l_a;’ N - .g » 4 :’.‘ (4 S
w E - ca8 - g
— € p= i Peak Hour Begins at 07.00 a1
£ =) = @
L o T v Unshifted - =, e
& © 5 2 p= Bank 1 .4'2
o 2 Bank 2 & 22
3] a o 1,
a 0 o =
-~
i 4 »
y Leff  Thru Right Peds
= 5 0 6 0
= 2 11 13
Out In Total
—{ainhoy Landing,

=3



g Shoxt Counts

735 Maryland St.
Columbia, SC 29201

Default Comments You Can Count On File Name : Clements Ferry @ Reflectance Dr
~Change These in The Preferences Window Site Code :00043014
Select File/Preference in the Main Scree Start Date : 4/30/2014
P]Ihen Click the Comments Tab PageNo :4
M Reflectance Dr Clements Ferry Cainhoy Landing Clements Ferry
| Southbound Westbound Northbound Eastbound
l Start Time  Left Thr R;]g[ Peds Left Thl: R;ﬁ PCdS Left Th:; Right | Peds | & v | Left 1hl: Right | Peds Int. Total
=Pcak Hour Analysis From 16:00 to 17:45 - Peak 1 of |
Pcak Hour for Entire Intersection Begins at 17:00
= 17:00 0 0 17 0 17 | 65 0 0 66 1 0 1 0 2 41 178 4 0 223 308
i7:15 0 0 11 0 11 0 77 1 0 78 1 0 0 0 1 45 188 I 0 234 324
— 17:30 0 0 14 0 14 3 70 2 0 75 1 0 1 0 2 38 185 2 0 225 316
| 17:45 0 0 11 0 11 0 77 0 0 71 2 0 | 0 3 28 170 1 0 199 290
Total Volume 0 0 53 0 53 4 289 3 0 296 5 0 3 0 8 152 721 8 0 881 1238
" % App. Toual 0 0 100 0 14 976 1 0 62.5 0 375 0 L 173 818 09 0
PHF  .000 000 779 000 7% 333 938 375  .000 949 625 000 750 000 .667 | .B44 959 500  .000 941 955
Reflectance Dr
- Out In Total
155 53 208
53 0 4] 0
| Right Thru Left Peds
¢ »
—
= Peak Hour Data
TN S » - T8
M B A 2| RE
2 - Norih = 0
| 5 o2 5 o
- % c é ~ |‘E 4 4 g § 2 g
< o - Peak Hour Begins at 17.00 N33
| £ & Iy @
2 € v Unshified - & 2
=% = <
=1 = Bank 1 K=
N <] 2 Bank 2 g 2 %
a & o o=
- ] il >
Left Thru Right Peds
i 5 1] 3r 0
12 8 20
Out in Tolal
Canboylandiog
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APPENDIX B

Existing Conditions



Wando Village Traffic Impact Analysis

2014 AM Peak Hour

Clements Ferry Road / Reflectance Dr Existing Conditions
- , +— € (

Movement EBL EBT WBT _WBR SWL SWR

Lane Configurations d P T

Volume (veh/h) 64 358 536 1 2 155

Sign Control Free  Free Stop

Grade 0% 0% 0%

Peak Hour Factor 076 092 091 090 050 073

Hourly flow rate (vph) 84 389 589 1 4 212

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 590 1147 590

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 590 1147 590

tC, single (s) 4.1 6.4 6.2

tC, 2 stage (s)

tF (s) 22 35 33

p0 queue free % 91 98 58

cM capacity (veh/h) 985 201 508

Direction, Lane # EB1 _WB1 SwWi

Volume Total 473 590 216

Volume Left 84 0 4

Volume Right 0 1 212

cSH 985 1700 494

Volume to Capacity 009 035 044

Queue Length 95th (ft) 7 0 55

Control Delay (s) 24 00 178

Lane LOS A C

Approach Delay (s) 24 00 178

Approach LOS C

Intersection Summary

Average Delay 3.9

Intersection Capacity Utilization 70.4% ICU Level of Service C

Analysis Period {min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
6/4/2014



Wando Village Traffic Impact Analysis

2014 AM Peak Hour

SC 41 / Reflectance Dr Existing Conditions
ST L AR T B S A A A ¥

Movement NBL NBT NBR SBL _SBT SBR NEL NET NER SWL SWT SWR

Lane Configurations & & & &

Volume {veh/h) 3 131 91 7 76 13 37 17 12 39 61 3

Sign Control Free Free Stop Stop

Grade 0% 0% 0% 0%

Peak Hour Factor 075 094 073 029 08 065 071 071 060 070 076 075

Hourly flow rate (vph) 4 139 125 24 88 20 52 24 20 56 80 4

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 108 264 400 419 98 388 366 202

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 108 264 400 419 98 388 366 202

tC, single (s) 4.1 4.1 71 6.5 6.2 7.1 6.5 6.2

tC, 2 stage (s)

tF (s) 2.2 22 35 40 3.3 35 4.0 33

pO0 queue free % 100 98 89 95 98 89 85 100

cM capacity (veh/h) 1482 1300 487 514 958 530 550 839

Direction, Lane # NB1 _SB1 NE1 SWi1

Volume Total 268 133 96 140

Volume Left 4 24 52 56

Volume Right 125 20 20 4

cSH 1482 1300 551 547

Volume to Capacity 000 002 017 026

Queue Length 95th (ft) 0 1 16 25

Control Delay (s) 0.1 16 129 138

Lane LOS A A B B

Approach Delay (s) 0.1 16 129 138

Approach LOS B B

Intersection Summary

Average Delay 5.4

Intersection Capacity Utilization 26.0% ICU Level of Service A

Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
6/4/2014



Wando Village Traffic Impact Analysis
SC 41 / Clements Ferry Road

2014 AM Peak Hour

Existing Conditions

2 BV
Movement _WBL_WBR NBT NBR SBL  SBT
Lane Configurations % f 4 if ] 4
Volume {veh/h) 199 0 535 95 0 370
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 092 090 089 088 090 090
Hourly flow rate (vph) 216 0 601 108 0 41
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right tum flare (veh) 8
Median type TWLTL None
Median storage veh) 2
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 1012 601 601
vC1, stage 1 conf vol 601
vC2, stage 2 conf vol 41
vCu, unblocked vol 1012 601 601
tC, single (s) 6.4 6.2 41
tC, 2 stage (s) 54
tF (s) 35 33 22
p0 queue free % 54 100 100
cM capacity (veh/h) 473 500 976
Direction, Lane # WB1 NB1 NB2 SB1 SB2
Volume Total 216 601 108 0 411
Volume Left 216 0 0 0 0
Volume Right 0 0 108 0 0
cSH 467 1700 1700 1700 1700
Volume to Capacity 046 035 006 000 024
Queue Length 95th (ft) 60 0 0 0 0
Control Delay (s) 19.2 0.0 0.0 0.0 0.0
Lane LOS C
Approach Delay (s) 19.2 0.0 0.0
Approach LOS c
Intersection Summary
Average Delay 3.1
Intersection Capacity Utilization 45.8% ICU Level of Service A
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
6/4/2014



Wando Village Traffic Impact Analysis

2014 PM Peak Hour

Clements Ferry Rd / Reflectance Dr Existing Conditions
- _, +— € G <«

Movement EBL EBT WBT WBR SWL SWR

Lane Configurations d 1 W

Volume (veh/h) 152 721 289 3 0 53

Sign Control Free  Free Stop

Grade 0% 0% 0%

Peak Hour Factor 084 096 094 038 050 078

Hourly flow rate (vph) 181 751 307 8 0 68

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right tum flare (veh)

Median type None  None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 315 1424 311

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 315 1424 3N

tC, single (s) 41 6.4 6.2

tC, 2 stage (s)

tF (s) 22 35 33

p0 queue free % 85 100 91

cM capacity (veh/h) 1245 128 729

Direction, Lane # EB1__WB1 SWi1

Volume Total 932 315 68

Volume Left 181 0 0

Volume Right 0 8 68

cSH 1245 1700 729

Volume to Capacity 015 019 0.09

Queue Length 95th (ft) 13 0 8

Control Delay (s) 34 00 104

Lane LOS A B

Approach Delay (s) 34 00 104

Approach LOS B

intersection Summary

Average Delay 29

Intersection Capacity Utilization 75.1% ICU Level of Service D

Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
6/4/2014
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Wando Village Traffic Impact Analysis

2014 PM Peak Hour

SC 41 / Reflectance Dr Existing Conditions
S I B AN S A A 7

Movement NBL NBT NBR SBL SBT SBR NEL NET NER SWL SWT SWR

Lane Configurations & & & &

Volume (veh/h) 1 108 37 1 62 28 74 58 10 21 18 4

Sign Control Free Free Stop Stop

Grade 0% 0% 0% 0%

Peak Hour Factor 025 079 071 025 078 064 074 073 050 058 064 025

Hourly flow rate (vph) 4 137 52 4 79 44 100 79 20 36 28 16

Pedestrians

Lane Width (ft)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 123 189 310 306 101 340 302 163

vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 123 189 310 306 101 340 302 163

tC, single (s) 41 41 7.1 6.5 6.2 A 6.5 6.2

tC, 2 stage (s)

tF (s) 22 22 35 40 33 35 4.0 33

p0 queue free % 100 100 83 87 98 93 95 98

¢M capacity (veh/h) 1464 1385 606 604 954 538 607 882

Direction, Lane # NB1 SB1 NE1 SW1

Volume Total 193 127 199 80

Volume Left 4 4 100 36

Volume Right 52 44 20 16

cSH 1464 1385 628 610

Volume to Capacity 000 000 032 013

Queue Length 95th (it) 0 0 34 1"

Control Delay (s) 0.2 03 134 118

Lane LOS A A B B

Approach Delay (s) 0.2 03 134 118

Approach LOS B B

Intersection Summary

Average Delay 6.1

Intersection Capacity Utilization 25.2% ICU Level of Service A

Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
6/4/2014



Wando Village Traffic Impact Analysis
Clements Ferry Rd / SC 41

2014 PM Peak Hour
Existing Conditions

v Nt 2N

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations % if 4 [l ] 4
Volume (veh/h) 96 0 295 161 0 717
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 083 090 092 091 09 091
Hourly flow rate (vph) 116 0 321 177 0 788
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh) 8
Median type TWLTL None
Median storage veh) 2
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 1109 321 321
vC1, stage 1 conf vol 321
vC2, stage 2 conf vol 788
vCu, unblocked vol 1109 321 321
tC, single (s) 6.4 6.2 41
tC, 2 stage (s) 54
tF (s) 35 3.3 22
p0 queue free % 72 100 100
cM capacity (veh/h) 413 720 1239
Direction, Lane # WB1 NB1 NB2 SB1 SB2
Volume Total 116 321 177 0 788
Volume Left 116 0 0 0 0
Volume Right 0 0 177 0 0
cSH 403 1700 1700 1700 1700
Volume to Capacity 029 019 010 000 046
Queue Length 95th (ft) 29 0 0 0 0
Control Delay (s) 17.5 0.0 0.0 0.0 0.0
Lane LOS C
Approach Delay (s) 17.5 0.0 0.0
Approach LOS C
Intersection Summary
Average Delay 14
Intersection Capacity Utilization 49.7% ICU Level of Service A
Analysis Period {min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

6/4/12014



APPENDIX C
2021 “No-Build” Traffic Conditions



Wando Village Traffic Impact Analysis
6: SC 41 & Clements Ferry Rd

2021 "No-Build" AM Peak Hour
No-Build Conditions

v 8t AN
Movement WBL WBR NBT NBR SBL SBT
Lane Configurations b i 4 [l ] 4
Volume (vph) 213 0 574 102 0 397
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0
Lane Util. Factor 1.00 1.00 1.00 1.00
Frt 1.00 1.00 085 1.00
Fit Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 1770 1863 1583 1863
FIt Permitted 0.95 1.00 100 1.00
Satd. Flow (perm) 1770 1863 1583 1863
Peak-hour factor, PHF 092 09 089 088 09 090
Adj. Flow (vph) 232 0 645 116 0 41
RTOR Reduction {vph) 0 0 0 54 0 0
Lane Group Flow (vph) 232 0 645 62 0 441
Tum Type Perm  Perm NA  Perm pm+pt NA
Protected Phases 6 5 2
Permitted Phases 4 4 6 2
Actuated Green, G (s) 1.9 217 217 21.7
Effective Green, g (s) 1.9 217 217 217
Actuated g/C Ratio 0.23 054 054 0.54
Clearance Time (s) 6.0 6.0 6.0 6.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 408 1000 849 1000
v/s Ratio Prot ¢0.35 0.24
v/s Ratio Perm c0.13 0.04
vic Ratio 0.57 065 0.07 0.44
Uniform Delay, d1 17.6 8.5 5.8 7.3
Progression Factor 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.8 14 0.0 0.3
Delay (s) 19.4 9.9 5.8 76
Level of Service B A A A
Approach Delay (s) 19.4 9.3 76
Approach LOS B A A
Intersection Summary
HCM 2000 Control Delay 10.4 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 516 Sum of lost time (s) 18.0
Intersection Capacity Utilization 52.0% ICU Level of Service A
Analysis Period {min) 15

¢ Critical Lane Group

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
7/23/2014
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Wando Village Traffic Impact Analysis
2. Clements Ferry Rd & Reflectance Dr

2021 "No-Build" AM Peak Hour
No-Build Conditions

Movement EBL EBT WBT WBR SWL SWR
Lane Configurations d b L

Volume (veh/h) 69 384 575 1 2 166
Sign Control Free  Free Stop

Grade 0% 0% 0%

Peak Hour Factor 076 092 091 090 050 073
Hourly flow rate (vph) 91 417 632 1 4 227
Pedestrians

Lane Width (f)

Walking Speed (ft/s)

Percent Blockage

Right turn flare (veh)

Median type None  None

Median storage veh)

Upstream signal (ft)

pX, platoon unblocked

vC, conflicting volume 633 1231 632
vC1, stage 1 conf vol

vC2, stage 2 conf vol

vCu, unblocked vol 633 1231 632
tC, single (s) 41 6.4 6.2
tC, 2 stage (s)

tF (s) 22 35 33
p0 queue free % 90 98 53
cM capacity (veh/h) 950 177 480
Direction, Lane # EB1 WB1 SW1

Volume Total 508 633 23

Volume Left 91 0 4

Volume Right 0 1 227

cSH 950 1700 466

Volume fo Capacity 010 037 050

Queue Length 95th (ft) 8 0 68

Control Delay (s) 26 00 201

Lane LOS A C

Approach Delay (s) 26 00 201

Approach LOS C

Intersection Summary

Average Delay 43

Intersection Capacity Utilization 14.7% ICU Level of Service
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
711412014
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Wando Village Traffic Impact Analysis
4: SC 41 & Reflectance Dr

2021 "No-Build" PM Peak Hour
No-Build Conditions

I N A N T R N A S 7

Movement NBL NBT NBR SBL SBT SBR NEL NET NER SWL SWT SWR
Lane Configurations & ¢ ¢ &
Volume (veh/h) 1 116 40 1 66 30 79 62 1 23 19 4
Sign Control Free Free Stop Stop
Grade 0% 0% 0% 0%
Peak Hour Factor 090 09 09 09 09 09 090 09 090 090 090 090
Hourly flow rate (vph) 1 128 44 1 73 33 88 69 12 26 21 4
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 107 173 261 268 90 292 262 151
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 107 173 261 268 90 292 262 151
tC, single (s) 41 41 71 6.5 6.2 71 6.5 6.2
tC, 2 stage (s)
tF (s) 22 22 35 40 3.3 35 40 33
p0 queue free % 100 100 87 89 99 96 97 100
¢cM capacity (veh/h) 1484 1403 671 637 968 597 642 895
Direction, Lane # NB1 SB1 NE1 SW1
Volume Total 174 108 169 51
Volume Left 1 1 88 26
Volume Right 44 33 12 4
cSH 1484 1403 671 634
Volume to Capacity 000 000 025 008
Queue Length 95th (ft) 0 0 25 7
Control Delay (s) 0.1 0.1 122 112
Lane LOS A A B B
Approach Delay (s) 0.1 0.1 122 112
Approach LOS B B
Intersection Summary
Average Delay 5.3
Intersection Capacity Utilization 26.4% ICU Level of Service A
Analysis Period {min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

711412014
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Wando Village Traffic Impact Analysis

6: Clements Ferry/Clements Ferry Rd & SC 41

2021 "No-Build" PM Peak Hour
No-Build Conditions

T
Movement WBL WBR NBT NBR SBL SBT
Lane Configurations % d 4 ' ] 4
Volume (vph) 103 0 316 173 0 769
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0
Lane Util. Factor 1.00 1.00 1.00 1.00
Frt 1.00 100 085 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 1770 1863 1583 1863
Fli Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 1770 1863 1583 1863
Peak-hour factor, PHF 090 09 090 09 090 090
Adj. Flow (vph) 114 0 351 192 0 854
RTOR Reduction (vph) 0 0 0 66 0 0
Lane Group Flow (vph) 114 0 351 126 0 854
Tum Type Perm  Perm NA  Perm pm+pt NA
Protected Phases 6 5 2
Permitted Phases 4 4 6 2
Actuated Green, G (s) 74 372 372 372
Effective Green, g (s) 74 372 372 372
Actuated g/C Ratio 0.13 066 066 0.66
Clearance Time (s) 6.0 6.0 6.0 6.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 231 1224 1040 1224
v/s Ratio Prot 0.19 c0.46
v/s Ratio Perm c0.06 0.08
vic Ratio 0.49 029 012 0.70
Uniform Delay, d1 229 41 3.6 6.1
Progression Factor 1.00 1.00  1.00 1.00
Incremental Delay, d2 1.7 0.1 0.1 1.8
Delay (s) 245 42 37 79
Level of Service C A A A
Approach Delay (s) 245 40 79
Approach LOS C A A
Intersection Summary
HCM 2000 Conrol Delay 7.8 HCM 2000 Level of Service A
HCM 2000 Volume to Capacity ratio 0.77
Actuated Cycle Length (s) 56.6 Sum of lost time (s) 18.0
infersection Capacity Utilization 56.2% ICU Level of Service B
Analysis Period {min) 15

¢ Critical Lane Group

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
712312014



Wando Village Traffic Impact Analysis
2: Clements Ferry Rd & Reflectance Dr

2021 "No-Build" PM Peak Hour
No-Build Conditions

- , +~ € (
Movement EBL EBT WBT WBR SWL SWR
Lane Configurations d B ¥
Volume {(veh/h) 163 773 310 3 0 57
Sign Control Free  Free Stop
Grade 0% 0% 0%
Peak Hour Factor 090 09 09 090 090 090
Hourly flow rate (vph) 181 859 344 3 0 63
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 348 1567 346
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 348 1567 346
tC, single (s) 41 6.4 6.2
tC, 2 stage (s)
tF (s) 22 3.5 33
p0 queue free % 85 100 91
cM capacity (veh/h) 1211 104 697
Direction, Lane # EB1 WB1 SWi{
Volume Total 1040 348 63
Volume Left 181 0 0
Volume Right 0 3 63
cSH 1211 1700 697
Volume to Capacity 015 020 0.09
Queue Length 95th (ft) 13 0 7
Control Delay (s) 36 00 107
Lane LOS A B
Approach Delay (s) 3.6 00 107
Approach LOS B
Intersection Summary
Average Delay 3.0
Intersection Capacity Utilization 79.7% ICU Level of Service D
Analysis Period {min) 15
Baseline Synchro 7 - Report

Davis & Floyd, Inc.

711412014
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Wando Village Traffic Impact Analysis
4: SC 41 & Reflectance Dr

2021 "No-Build" AM Peak Hour
No-Build Conditions

SO R . A S A N A S A S %

Movement NBL _NBT NBR SBL SBT SBR NEL NET NER SWL SWT__ SWR
Lane Configurations & & & &
Volume (veh/h) 8 81 14 3 140 98 40 18 13 42 65 3
Sign Control Free Free Stop Stop
Grade 0% 0% 0% 0%
Peak Hour Factor 075 094 073 029 08 065 071 071 060 070 076 075
Hourly fiow rate (vph) 11 86 19 10 163 151 56 25 22 60 86 4
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 314 105 423 386 238 410 451 96
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 314 105 423 386 238 410 451 96
tC, single (s) 41 41 7.1 6.5 6.2 71 6.5 6.2
tC, 2 stage (s)
tF (s) 22 22 35 40 33 315 4.0 33
p0 queue free % 99 99 88 95 97 88 83 100
cM capacity (veh/h) 1247 1486 462 540 801 512 496 961
Direction, Lane # NB1 SB1 NE1 SwW1
Volume Total 116 324 103 150
Volume Left 1 10 56 60
Volume Right 19 151 22 4
cSH 1247 1486 528 509
Volume to Capacity 001 001 020 029
Queue Length 95th (ft) 1 1 18 30
Control Delay (s) 0.8 03 135 150
Lane LOS A A B B
Approach Delay (s) 0.8 03 135 150
Approach LOS B B
Intersection Summary
Average Delay 5.5
Intersection Capacity Utilization 27.3% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

7/114/2014



APPENDIX D
2021 “Build” Traffic Conditions



Wando Village Traffic Impact Analysis

4. SC 41 & Reflectance Dr

2021 "Build" AM Peak Hour

Build Conditions

SO R L AN S B R A A S %
Movement NBL _NBT NBR SBL SBT SBR NEL NET NER SWL SWT  SWR
Lane Configurations & & & $
Volume (veh/h) 12 130 23 3 170 98 40 18 16 54 65 K|
Sign Control Free Free Stop Stop
Grade 0% 0% 0% 0%
Peak Hour Factor 090 090 090 090 090 090 090 090 090 090 090 0.90
Hourly flow rate (vph) 13 144 26 3 189 109 44 20 18 60 72 )
Pedestrians
Lane Width (ft)
Waiking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (f)
pX, platoon unblocked
vC, conflicting volume 298 170 473 447 243 462 488 157
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 298 170 473 447 243 462 488 157
tC, single (s) 41 4.1 71 6.5 6.2 7.1 6.5 6.2
tC, 2 stage (s)
tF (s) 22 22 35 4.0 33 35 40 33
pO0 queue free % 99 100 90 96 98 87 85 100
cM capacity (veh/h) 1263 1407 437 500 795 479 474 888
Direction, Lane # _NB1 SB1 NE1 SW1 :
Volume Total 183 301 82 136
Volume Left 13 3 44 60
Volume Right 26 109 18 3
cSH 1263 1407 501 482
Volume to Capacity 001 000 016 028
Queue Length 95th (ft) 1 0 15 29
Contro! Delay (s) 0.7 01 136 154
Lane LOS A A B C
Approach Delay (s) 0.7 0.1 136 154
Approach LOS B c
Intersection Summary
Average Delay 4.8
intersection Capacity Utilization 30.2% ICU Level of Service A
Analysis Period {min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
7115/2014



Wando Village Traffic Impact Analysis

6: Clements Ferry/Clements Ferry Rd & SC 41

2021 "Build" AM Peak Hour
Build Conditions

v St 2N
Movement WBL WBR NBT NBR SBL SBT
Lane Configurations 3 ' 4 if L 4
Volume (vph) 263 92 604 147 61 436
Ideal Flow (vphp!) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 100 100 100 100 100 1.00
Frt 100 08 100 08 100 100
Flt Protected 085 100 100 100 095 1.00
Satd. Flow (prot) 1770 1583 1863 1583 1770 1863
Fit Permitted 095 100 100 100 014 1.00
Satd. Flow (perm) 1770 1583 1863 1583 269 1863
Peak-hour factor, PHF 090 09 090 09 090 090
Adj. Flow (vph) 292 102 671 163 68 484
RTOR Reduction (vph) 0 80 0 93 0 0
Lane Group Flow (vph) 292 22 671 70 68 484
Tum Type Perm  Perm NA Perm pm+pt NA
Protected Phases 6 5 2
Permitted Phases 4 4 6 2
Actuated Green, G (s) 139 139 273 273 377 377
Effective Green, g (s) 139 139 273 2713 317 317
Actuated g/C Ratio 022 022 043 043 059 059
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 386 345 799 679 263 1104
v/s Ratio Prot c0.36 002 c0.26
v/s Ratio Perm c0.17  0.01 004 014
vic Ratio 076 006 084 010 026 044
Uniform Delay, d1 233 197 162 108 9.5 71
Progression Factor 100 100 100 100 100 1.00
Incremental Delay, d2 8.2 0.1 7.8 0.1 0.5 0.3
Delay (s) 315 198 240 109 100 74
Level of Service C B c B B A
Approach Delay (s) 285 214 1.7
Approach LOS C c A
Intersection Summary
HCM 2000 Control Delay 18.7 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.81
Actuated Cycle Length (s) 63.6 Sum of lost time (s) 18.0
intersection Capacity Utilization 64.7% ICU Level of Service &
Analysis Period {min) 15

¢ Critical Lane Group

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
72312014
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Wando Village Traffic Impact Analysis
2: Clements Ferry Rd & Reflectance Dr

2021 "Build" AM Peak Hour
Build Conditions

- o, +~ € (
Movement EBL EBT WBT WBR SWL SWR
Lane Configurations ) P *f
Volume (veh/h) 69 482 713 3 2 166
Sign Control Free  Free Stop
Grade 0% 0% 0%
Peak Hour Factor 090 09 090 09 080 090
Hourly flow rate (vph) 77 536 792 3 2 184
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right tum flare (veh)
Median type None  None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 796 1483 794
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 796 1483 794
tC, single (s) 4.1 6.4 6.2
tC, 2 stage (s)
tF (s) 22 35 33
p0 queue free % 91 98 52
cM capacity (veh/h) 826 125 388
Direction, Lane # EB1 WB1 SW1
Volume Total 612 796 187
Volume Left 77 0 2
Volume Right 0 3 184
cSH 826 1700 379
Volume to Capacity 009 047 049
Queue Length 95th (ft) 8 0 66
Control Delay (s) 24 00 234
Lane LOS A c
Approach Delay (s) 24 00 234
Approach LOS C
Intersection Summary
Average Delay 3.7
Intersection Capacity Utilization 87.3% ICU Level of Service E
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
7/15/2014



Wando Village Traffic Impact Analysis

18: Clements Ferry &

2021 "Build" PM Peak Hour
Build Conditions

2N B
Movement WBL WBR NBT NBR SBL SBT
Lane Configurations % if 4 i ] 4
Volume (veh/h) 16 30 541 22 42 908
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 09 09 09 090
Hourly flow rate (vph) 18 33 601 24 47 1009
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn fiare (veh)
Median type TWLTL TWLTL
Median storage veh) 2 2
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 1703 601 626
vC1, stage 1 conf vol 601
vC2, stage 2 conf vol 1102
vCu, unblocked vol 1703 601 626
tC, single (s) 6.4 6.2 4.1
tC, 2 stage (s) 54
tF (s) 35 33 22
p0 queue free % 93 93 95
cM capacity (veh/h) 270 500 956
Direction, Lane # WB1 WB2 NB1 NB2 SB1 SB2
Volume Total 18 33 601 24 47 1009
Volume Left 18 0 0 0 47 0
Volume Right 0 33 0 24 0 0
cSH 270 500 1700 1700 956 1700
Volume to Capacity 007 007 035 001 005 059
Queue Length 95th (ft) 5 5 0 0 4 0
Control Delay (s) 193 127 0.0 0.0 9.0 0.0
Lane LOS C B A
Approach Delay (s) 15.0 0.0 0.4
Approach LOS B
Intersection Summary
Average Delay 0.7
intersection Capacity Utilization 57.8% ICU Level of Service B
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
71152014
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Wando Village Traffic Impact Analysis
14: Site Access #3 & SC 41

2021 "Build" PM Peak Hour
Build Conditions

v St AN
Movement WBL WBR NBT NBR  SBL  SBT
Lane Configurations X if S 4
Volume (veh/h) 54 13 212 86 21 143
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 09 090 090 090
Hourly flow rate (vph) 60 14 236 96 23 159
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 489 283 331
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 489 283 331
tC, single (s) 6.4 6.2 41
tC, 2 stage (s)
tF (s) 35 33 22
p0 queue free % 89 98 98
cM capacity (veh/h) 528 756 1228
Direction, Lane # WB1 WB2 NB1 SB1
Volume Total 60 14 331 182
Volume Left 60 0 0 23
Volume Right 0 14 96 0
cSH 528 756 1700 1228
Volume to Capacity 011 002 019 002
Queue Length 95th (ft) 10 1 0 1
Control Delay (s) 12.7 9.9 0.0 1.2
Lane LOS B A A
Approach Delay (s) 12.1 0.0 1.2
Approach LOS B
Intersection Summary
Average Delay 1.9
Intersection Capacity Utilization 35.3% ICU Level of Service A
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
711512014



Wando Village Traffic Impact Analysis
11: Site Access #2 & SC 41

2021 "Build" PM Peak Hour
Build Conditions

v St v

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations b P 4
Volume (veh/h) 13 3 210 15 4 151
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 090 09 090 0090
Hourly flow rate (vph) 14 3 233 17 4 168
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 418 242 250
vC1, stage 1 conf vol
vC2, stage 2 conf val
vCu, unblocked vol 418 242 250
tC, single (s) 6.4 6.2 41
tC, 2 stage (s)
tF (s) 35 3.3 22
p0 queue free % 98 100 100
cM capacity (veh/h) 589 797 1316
Direction, Lane # WB1 NB1 SB1
Volume Total 18 250 172
Volume Left 14 0 4
Volume Right 3 17 0
cSH 620 1700 1316
Volume to Capacity 003 015 0.00
Queue Length 95th (ft) 2 0 0
Control Delay (s) 11.0 0.0 0.2
Lane LOS B A
Approach Delay (s) 11.0 0.0 0.2
Approach LOS B
Intersection Summary
Average Delay 0.5
Intersection Capacity Utilization 22.0% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

7/15/2014
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Wando Village Traffic Impact Analysis
9: Site Access #1 & SC 41

2021 "Build" PM Peak Hour
Build Conditions

v St 2

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations W S )
Volume (veh/h) 13 3 198 15 4 142
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 090 09 090 090
Hourly flow rate (vph) 14 3 220 17 4 158
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 395 228 237
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 395 228 237
tC, single (s) 6.4 6.2 4.1
tC, 2 stage (s)
tF (s) 35 33 22
p0 queue free % 98 100 100
¢cM capacity (veh/h) 608 811 1330
Direction, Lane # WB1 NB1 SBi1
Volume Total 18 237 162
Volume Left 14 0 4
Volume Right 3 17 0
cSH 638 1700 1330
Volume to Capacity 003 014 0.0
Queue Length 95th (ft) 2 0 0
Control Delay (s) 10.8 0.0 0.2
Lane LOS B A
Approach Delay (s) 10.8 0.0 0.2
Approach LOS B
Intersection Summary
Average Delay 0.6
Intersection Capacity Utilization 21.3% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

7/15/2014



Wando Village Traffic Impact Analysis
4: SC 41 & Reflectance Dr

2021 "Build" PM Peak Hour
Build Conditions

I R B S D N S A S G

Movement NBL _NBT NBR SBL SBT SBR _NEL NET NER SWL SWT SWR
Lane Configurations & & & &
Volume (veh/h) 1 138 a4 1 96 30 80 62 13 33 19 4
Sign Control Free Free Stop Stop
Grade 0% 0% 0% 0%
Peak Hour Factor 080 090 090 09 080 09 090 09 09 090 090 090
Hourly flow rate (vph) 1 153 49 1 107 33 89 69 14 37 21 4
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 140 202 321 330 123 354 322 178
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 140 202 321 330 123 354 322 178
tC, single (s) 41 4.1 71 6.5 6.2 741 6.5 6.2
tC, 2 stage (s)
tF (s) 22 22 35 4.0 33 35 40 33
p0 queue free % 100 100 85 88 98 93 96 99
¢M capacity (veh/h) 1443 1370 611 588 928 538 594 865
Direction, Lane # NB1 SB1 NE1 SW1
Volume Total 203 141 172 62
Volume Left 1 1 89 37
Volume Right 49 33 14 4
cSH 1443 1370 619 572
Volume to Capacity 000 000 028 0.1
Queue Length 95th (ft) 0 0 28 9
Control Delay (s) 0.0 01 130 121
Lane LOS A A B B
Approach Delay (s) 0.0 01 130 121
Approach LOS B B
Intersection Summary
Average Delay 5.2
Intersection Capacity Utilization 27 1% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Fioyd, Inc.

7/15/2014



Wando Village Traffic Impact Analysis

6: Clements Ferry/Clements Ferry Rd & SC 41

2021 "Build" PM Peak Hour
Build Conditions

v St A
Movement WBL WBR NBT NBR SBL  SBT
Lane Configurations b1 o 4 o ] 4
Volume (vph) 152 45 337 234 64 798
Ideal Flow {vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 100 100 100 100 100 1.00
Frt 100 085 100 08 100 1.00
Flt Protected 095 100 100 100 095 1.00
Satd. Flow (prot) 1770 1583 1863 1583 1770 1863
FIt Permitted 095 100 100 100 040 1.00
Satd. Flow (perm) 1770 1583 1863 1583 750 1863
Peak-hour factor, PHF 080 09 09 090 090 0.90
Adj. Flow (vph) 169 50 374 260 7 887
RTOR Reduction {vph) 0 42 0 141 0 0
Lane Group Flow (vph) 169 8 374 119 71 887
Tum Type Perm  Perm NA  Perm pm+pt NA
Protected Phases 6 5 2
Permitted Phases 4 4 6 2
Actuated Green, G (s) 8.6 86 256 256 355 355
Effective Green, g (s) 8.6 86 256 256 355 355
Actuated g/C Ratio 015 015 046 046 063 063
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 271 242 850 722 545 1178
v/s Ratio Prot 0.20 0.01 c048
v/s Ratio Perm c0.10  0.00 007 007
v/c Ratio 062 003 044 016 013 075
Uniform Delay, d1 222 202 104 9.0 46 72
Progression Factor 100 100 100 100 100 1.00
Incremental Delay, d2 44 0.1 04 0.1 0.1 28
Delay (s) 267 203 107 9.1 47 100
Level of Service C C B A A A
Approach Delay (s) 25.2 10.1 96
Approach LOS C B A
Intersection Summary
HCM 2000 Control Delay 11.6 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.84
Actuated Cycle Length (s) 56.1 Sum of lost time (s) 18.0
intersection Capacity Utilization 60.4% ICU Level of Service B
Analysis Period (min) 15

¢ Critical Lane Group

Baseline
Davis & Floyd, inc.

Synchro 7 - Report
7/23/2014



Wando Village Traffic Impact Analysis
2: Clements Ferry Rd & Reflectance Dr

2021 "Build" PM Peak Hour
Build Conditions

- 5, +~ € (
Movement EBL _EBT WBT WBR SWL SWR
Lane Configurations d P L
Volume (veh/h) 163 866 374 3 0 59
Sign Control Free  Free Stop
Grade 0% 0% 0%
Peak Hour Factor 090 080 09 090 090 090
Hourly flow rate (vph) 181 962 416 3 0 66
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None  None
Median storage veh)
Upstream signal (ft)
pX, platoon unbiocked
vC, conflicting volume 419 1742 417
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 419 1742 417
tC, single (s) 4.1 6.4 6.2
tC, 2 stage (s)
tF (s) 22 35 33
pO queue free % 84 100 90
cM capacity (veh/h) 1140 80 636
Direction, Lane # EB1 WB1 S8SW1
Volume Total 1143 419 66
Volume Left 181 0 0
Volume Right 0 3 66
cSH 1140 1700 636
Volume fo Capacity 016 025 0.0
Queue Length 95th (ft) 14 0 9
Control Delay (s) 4.1 00 113
Lane LOS A B
Approach Delay (s) 4.1 00 113
Approach LOS B
Intersection Summary
Average Delay 3.3
Intersection Capacity Utilization 88.1% ICU Level of Service E
Analysis Period (min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
7115/2014



Wando Village Traffic Impact Analysis
18: Clements Ferry &

2021 "Build" AM Peak Hour
Build Conditions

P S TN

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations % if 4 i ] 4
Volume (veh/h) 36 30 1 22 42 657
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 080 090 09 09 090 090
Hourly flow rate (vph) 40 33 801 24 47 730
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type TWLTL TWLTL
Median storage veh) 2 2
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 1624 801 826
vC1, stage 1 conf vol 801
vC2, stage 2 conf vol 823
vCu, unblocked vol 1624 801 826
tC, single (s) 6.4 6.2 41
tC, 2 stage (s) 54
tF (s) 35 33 22
p0 queue free % 87 9 94
¢cM capacity (veh/h) 310 384 805
Direction, Lane # WB1 WB2 NB1 NB2 SB1 SB2
Volume Total 40 33 801 24 47 730
Volume Left 40 0 0 0 47 0
Volume Right 0 33 0 24 0 0
cSH 310 384 1700 1700 805 1700
Volume to Capacity 013 009 047 001 006 043
Queue Length 95th (ft) 1 7 0 0 5 0
Control Delay (s) 183 153 0.0 0.0 97 0.0
Lane LOS c C A
Approach Delay (s) 16.9 0.0 0.6
Approach LOS c
Intersection Summary
Average Delay 1.0
Intersection Capacity Utilization 47.9% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, inc.

71512014



Wando Village Traffic Impact Analysis
14: Site Access #3 & SC 41

2021 "Build" AM Peak Hour
Build Conditions

2N BV |
Movement WBL WBR NBT NBR  SBL  SBT
Lane Configurations % ' y»S 4
Volume (veh/h) 73 23 177 31 8 282
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 09 09 09 090
Hourly flow rate (vph) 81 26 197 34 9 313
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 545 214 231
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 545 214 231
tC, single (s) 6.4 6.2 4.1
tC, 2 stage (s)
tF (s) 35 3.3 22
p0 queue free % 84 97 99
¢cM capacity (veh/h) 496 826 1337
Direction, Lane # WB1 WB2 NB1 SB1
Volume Total 81 28 231 322
Volume Left 81 0 0 9
Volume Right 0 26 34 0
cSH 436 826 1700 1337
Volume to Capacity 016 003 014 0.01
Queue Length 95th (ft) 14 2 0 1
Control Delay (s) 13.7 95 0.0 0.3
Lane LOS B A A
Approach Delay (s) 12.7 0.0 0.3
Approach LOS B
Intersection Summary
Average Delay 22
Intersection Capacity Utilization 32.0% ICU Leve! of Service A
Analysis Period {min) 15

Baseline
Davis & Floyd, Inc.

Synchro 7 - Report
7/15/2014



Wando Village Traffic Impact Analysis
11: Site Access #2 & SC 41

2021 "Build" AM Peak Hour
Build Conditions

2 BV S |

Movement WBL WBR NBT NBR  SBL  SBT
Lane Configurations X s )
Volume (veh/h) 35 9 163 37 10 255
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 090 09 09 090
Hourly flow rate (vph) 39 10 181 41 1 283
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 507 202 222
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 507 202 222
tC, single (s) 6.4 6.2 4.1
tC, 2 stage (s)
tF (s) 35 33 2.2
p0 queue free % 93 99 99
M capacity (veh/h) 521 839 1347
Direction, Lane # WB1 NB1 SB1
Volume Total 49 222 294
Volume Left 39 0 11
Volume Right 10 41 0
¢SH 565 1700 1347
Volume to Capacity 009 013 001
Queue Length 95th (ft) 7 0 1
Control Delay (s) 12.0 0.0 04
Lane LOS B A
Approach Delay (s) 12.0 0.0 0.4
Approach LOS B
intersection Summary
Average Delay 1.2
Intersection Capacity Utilization 31.5% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, inc.

7/15/2014



Wando Village Traffic Impact Analysis
9: Site Access #1 & SC 41

2021 "Build" AM Peak Hour
Build Conditions

2N SV S

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations X P 4
Volume (veh/h) 35 9 135 37 10 230
Sign Control Stop Free Free
Grade 0% 0% 0%
Peak Hour Factor 090 090 090 09 090 090
Hourty flow rate (vph) 39 10 150 41 1" 256
Pedestrians
Lane Width (ft)
Walking Speed (ft/s)
Percent Blockage
Right turn flare (veh)
Median type None None
Median storage veh)
Upstream signal (ft)
pX, platoon unblocked
vC, conflicting volume 448 171 191
vC1, stage 1 conf vol
vC2, stage 2 conf vol
vCu, unblocked vol 448 171 191
tC, single (s) 6.4 6.2 4.1
tC, 2 stage (s)
tF (s) 3.5 33 22
p0 queue free % 93 99 99
cM capacity (veh/h) 564 873 1383
Direction, Lane # WB1 NB1 SBi1
Volume Total 49 191 267
Volume Left 39 0 1
Volume Right 10 41 0
cSH 608 1700 1383
Volume to Capacity 008 011 0.01
Queue Length 95th (ft) 7 0 1
Control Delay (s) 14 0.0 04
Lane LOS B A
Approach Delay (s) 114 0.0 04
Approach LOS B
Intersection Summary
Average Delay 13
Intersection Capacity Utilization 30.2% ICU Level of Service A
Analysis Period (min) 15

Baseline Synchro 7 - Report

Davis & Floyd, Inc.

711512014
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Red Bay Environmental

July 31,2014

Pastime Amusement Company
211 King Street, Suite 300
Charleston, South Carolina 29401

C/o: Mr. Steve Dudash
Via email: sdudash@davisfloyd.com

RE: Jurisdictional Wetland/Waters of the United States Delineation
70.37 Acre Tuxbury Tract
TMS #263-00-04-001
Cainhoy, Berkeley County, South Carolina

Dear Mr. Dudash:

The field delineation of jurisdictional wetlands/waters of the United States located within the above
referenced tract has been completed and subsequently surveyed by Thomas & Hutton, Inc. The
delineated jurisdictional wetlands/waters of the United States identified include both freshwater
wetlands and critical area which are of common distribution throughout the lower coastal plain of
South Carolina. These arcas were identified and delineated in the ficld in accordance with the
directives of the U.S. Army Corps of Engineers 1987 Wetlands Delineation Manual and the October
2008 Regional Supplement to the Corps of Engineers Wetland Delineation Manual: Atlantic and
Gulf Coastal Plain Region.

The delineation of on-site critical areas was largely based on the presence of saltwater tolcrant
vegetation and exposure to the normal daily tidal cycle. Freshwater wetland arcas were delincated
based upon the presence of hydric soils, hydrophitic vegetation and near surface wetland hydrology.
All three of these parameters are required to be present for wetland boundary detcrmination.

The attached review exhibit prepared by Thomas & Hutton Enginecring Company depicting the
surveyed jurisdictional wetland/waters of the United States boundarics is an accurate represcntation
of the field delineation that was performed by Red Bay Environmental and represents the extent of
wetlands within the tract boundaries. The delineation of the tract resulted in 2.62 acres of on-site
freshwater wetlands and 6.83 acres of critical area. We are currently in progress on sceking
verification of the on-site wetlands/waters of the United States delineation from the US Army Corps
of Engineers and certification of the delineated on-site critical area boundaries from the SCDHEC
Office of Ocean and Coastal Resource Management.

Please contact me at (843) 810-3311 with any questions regarding this material. We will keep you
posted on the continued regulatory coordination on this project with regards to thc US Army Corps

t. Pl t 464
Office:843.654.5962  Mobile:843.810.3311 » Fax:843.654 5966



3

[

=

==

=3

N D N N

{

e |

P

=

20f2

of Engineers and the SCDHEC Office of Ocean and Coastal Resource Management. Thank you for
the opportunity of continuing to assist you with the Natural Resources services associated with the
project.

Sincerely,

-

Judson A. Goff

Attachments: Wetland Survey (Review) Exhibit prepared by Thomas & Hutton Engineering Co.

Red Bay Environmental
720 Howkshill Court Mt. Plcmn!, SC 20464
Office:843.654.5962 « Mobile:843.810.3311 » Fax:843.654.5966
jagof{ @ comcast.net
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APPENDIX 3



Charleston
= Water System
PO Box B

Charleston, SC 29402
103 St. Philip Street (29403)

(843) 727-6800
www charlestonwater com

Board of Commissioners

Thomas B Pritchard, Chairman

David E. Rivers, Vice Chairman

William E. Koopman, Jr., Commissioner
Mayor Joseph P Riley, Jr. (Ex-Officio)
Counciimember Dean C. Riegel (Ex-Officio)

Officers

Kin Hill, PE | Chief Executive Officer

Dorothy Harrison, Chief Adrministrative Officer
Wesley Ropp, CMA, Chief Financial Officer
Andy Fairey, Chief Operating Officer

Mark Cline, P.E., Capital Projects Officer

8/4/2014

Mr. Stephen Dudash
Davis & Floyd, Inc.
P.O. Box 61599
Charleston, SC 29419

Re: Water Availability to TMS #263-00-04-001 to serve approximately 80 single family residential units,
approximately 560 multi family residential units, 30,000 sf of commercial units, one restaurant

Dear Mr. Dudash,

This letter is to certify our willingness and ability to provide water to the above referenced site in Berkeley
County, South Carolina. We currently have a 30” water main in the right-of-way of Hwy. 41 that your
property may be served from. Please be advised that it may be necessary to loop the proposed mains into the
existing system to achieve adequate pressures. This review does not supplant any other review as required by
governing authorities and municipalities. It will of course be a developer responsibility to ensure there are
adequate pressures and quantities on this line to serve this site with domestic water/fire flow and not
negatively impact the existing developments. Please be advised any extensions or modification to the
infrastructure as well as any additional fire protection will be a developer expense. All fees and costs
associated with providing water service to this site will be a developer expense. This letter does not reserve
capacity in the Charleston Water System infrastructure and it is incumbent upon the developer or his agent to
confirm the availability herein granted past 12 months of this correspondence.

The Charleston Water System certifies the availability of service only insofar as its rights allow. Should
access to our existing main/mains be denied by appropriate governing authorities, the Charleston Water
System will have no other option than to deny service.

This letter is not to be construed as a letter of acceptance for operation and maintenance from the Department
of Health and Environmental Control.

If there are any questions pertaining to this letter, please do not hesitate to call on me at (843) 727-6870.

Sincerely,

Cheryl L. Boyle
Engineering Assistant
Charleston Water System

cc: file

| This is an "uncontrolled” copy of a controlled document. —|
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Charleston

8 =~ Water System
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PO Box B
Charleston, SC 29402
103 St. Philip Street (29403)

(843) 727-6800
www charlestonwater com

Board of Commissioners

Thomas B. Pritchard, Chairman

David E. Rivers, Vice Chairman

William E. Koopman, Jr., Commissioner
Mayor Joseph P Riley, Jr. (Ex-Officio)
Councilmember Dean C. Riegel (Ex-Officio)

Officers

Kin Hill, PE., Chief Executive Officer

Dorothy Harrison, Chief Administrative Officer
Wesley Ropp, CMA, Chief Financial Officer
Andy Fairey, Chief Operating Officer

Mark Cline, P.E., Capital Projects Officer

8/4/2014

Mr. Stephen Dudash
Davis & Floyd, Inc.
P.O. Box 61599
Charleston, SC 29419

Re: Sewer Availability to TMS #263-00-04-001 to serve approximately 80 single family residential units,
approximately 560 multi family residential units, 30,000 sf of commercial units, one restaurant

Dear Mr. Dudash,

This letter is to certify our willingness and ability to provide wastewater collection service to the above
referenced site in Berkeley County, South Carolina. Wastewater collection service to this site may be made
available via an extension of the existing 18” gravity main going to pump station 171, located on TMS#263-
16-01-067, in accordance with CWS Approach Main Policy S88001 available on our website. Any
subdividing of the subject property subsequent to this correspondence will require a review process of the
civil engineering plans to ensure compliance with the Charleston Water System minimum standards. Any
extensions and/or modifications to the infrastructure to serve this site will be a developer expense. Please be
advised that wastewater impact fees, wastewater tap fees, change-in-use fees, and/or cost to extend fees will
be due prior to connection of any Charleston Water System’s sewer system. This letter does not reserve
capacity in the Charleston Water System infrastructure and it is incumbent upon the developer or his agent to
confirm the availability herein granted past 12 months of this correspondence.

The Charleston Water System certifies the availability of service only insofar as its rights allow. Should
access to our existing sewer main/mains be denied by appropriate govemning authorities, the Charleston Water
System will have no other option than to deny service.

This letter is not to be construed as a letter of acceptance for operation and maintenance from the Department
of Health and Environmental Control.

If there are any questions pertaining to this letter, please do not hesitate to call on me at (843) 727-6870.
Sincerely, B

Oloofl P

Cheryl L. Boyle

Engineering Assistant

Charleston Water System

cc: file

| This is an "uncontrolled" copy of a controlled document. j
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